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14.7103 g

0.793372 5.393%
Silicon 7440-21-3 100.00 basis 0.793372 

0.045600 0.310%
PI1 N/A 20.77 basis 0.009473 

Ti (UBM) 7440-32-6 0.08 metal 0.000036 
Cu (UBM) 7440-50-8 0.46 metal 0.000211 
Cu (bump) 7440-50-8 61.66 metal 0.028118 
Plating Ni 7440-02-0 0.00 metal 0.000000 

Silver 7440-22-4 0.31 metal 0.000140 
Tin 7440-31-5 16.72 metal 0.007622 

0.093000 0.632%
Bisphenol F type liquid epoxy 

resin 9003-36-5 20.00 basis 0.018600 

1,6-Bis(2,3-
epoxypropoxy)naphthalene 27610-48-6 5.00 basis 0.004650 

Amine type hardener trade secret 7.50 basis 0.006975 
Silicon dioxide 60676-86-0 61.50 filler 0.057195 
Carbon black 1333-86-4 1.00 color agent 0.000930 

Additives trade secret 5.00 additives 0.004650 
0.027422 0.186%

Tin 7440-31-5 85.40 metal 0.023418 
silver 7440-22-4 2.70 metal 0.000740 

Copper 7440-50-8 0.40 metal 0.000110 
Polymer 5.50 0.001508 

Organic amine 3.50 0.000960 
Solvent 2.50 0.000686 

0.081600 0.555%
Barium oxide, obtained by 

calcining witherite 1304-28-5 40.42 Ceramic 0.032983 

Titanium dioxide 13463-67-7 20.21 0.016492 
Misc - 6.74 0.005497 

Nickel 7440-02-0 18.95 Internal Electrode 0.015461 
Copper 7440-50-8 5.21 Outer electrode 0.004252 

Silicon dioxide 7631-86-9 0.46 0.000378 
Diboron trioxide; Boric oxide 1303-86-2 0.12 0.000095 

Nickel 7440-02-0 4.21 Plating 0.003436 
Tin 7440-31-5 3.68 Plating 0.003006 

0.035000 0.238%
BaTiO3 12047-27-7 34.00 Ceramic 0.011900 
Nickel 7440-02-0 18.10 Internal Electrode 0.006335 
Copper 7440-50-8 41.10 Termination 0.014385 
Nickel 7440-02-0 3.40 Plating 0.001190 

Tin 7440-31-5 3.40 Plating 0.001190 
5.440000 36.981%

Carbon 7440-44-0 0.08 Main material 0.004352 
Silicon 7440-21-3 1.00 Main material 0.054400 

Manganese 7439-96-5 2.00 Main material 0.108800 
Phosphorus 7723-14-0 0.05 Main material 0.002448 

Sulfur 7704-34-9 0.03 Main material 0.001632 
Chromium 7440-47-3 20.00 Main material 1.088000 

Nickel 7440-02-0 10.50 Main material 0.571200 
Iron 7439-89-6 66.35 Main material 3.609168 

0.024000 0.163%
Treated Aluminium Oxide None 80.00 Main material 0.019200 

Dimethyl siloxane, 
dimethylvinyl-terminated 68083-19-2 20.00 Main material 0.004800 

1.021002 6.941%
Tin 7440-31-5 96.50 Main material 0.985267 

Silver 7440-22-4 3.00 Main material 0.030630 
Copper 7440-50-8 0.50 Main material 0.005105 

7.149262 48.601%
Copper 7440-50-8 55.56 Plating 3.971787

Tin 7440-31-5 0.06 Plating 0.004548
Nickel 7440-02-0 0.21 Plating 0.015010

Palladium 7440-05-3 0.00 Plating 0.000002
Gold 7440-57-5 0.00 Plating 0.000006
Core N/A 28.32 Main material 2.025000

Plugging N/A 1.01 Main material 0.072558
ABF N/A 13.77 Main material 0.984375

Solder Mask N/A 1.06 Main material 0.075976
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Initial AMD Release. 

AMD regards this materials data to be correct but makes no guarantee as to its accuracy or completeness, including, but not limited to, with respect to its compliance with applicable environmental laws and regulations. AMD 
subcontracts the production, test and assembly of hardware devices to independent third-party vendors and materials suppliers (“Contractors”). All data provided hereunder is based on information received from Contractors. AMD 
has not independently verified the accuracy or completeness of this information which is provided solely for your reference in connection with the use of AMD products.
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