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Solutions®  XCEBVLX7ST  XCEGVLX130T  XCEGVLX195T
Slices® 11,640 20,000 31,200 37,680
Logic Cells® 74,496 128,000 199,680 241,152
CLB Flip-Flops 93,120 160,000 249,600 301,440
Maximum Distributed RAM (Kb) 1,045 1,740 3,040 3,650
Block RAM/FIFO w/ECC (36 Kb each) 156 264 344 416
Total Block RAM (Kb) 5,616 9,504 12,384 14,976
Mixed-Mode Clock Managers (MMCM) 6 10 10 12
Maximum Single-Ended I/0 360 600 600 720
Maximum Differential I/O Pairs 180 300 300 360
DSP48E1 Slices 288 480 640 768
PCI Express® Interface Blocks 1 2 2 2
10/100/1000 Ethernet MAC Blocks 4 4 4 4
GTX Low-Power Transceivers 12 20 20 24
GTH High-Speed Transceivers — — — —
Commercial -L1,-1,-2,-3 AALiL, =l =2, =5 LA, =il =2, =3 ALk, =l =72, =5
Extended — — — —
Industrial -L1,-1,-2 ALl =il =2 ALi =L, =2 ALiL, =il =2
Configuration Memory (Mb) 26.3 438 61.6 73.9
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XCEBVLX240T  XCE6VLX365T XCE6VLX550T XCEG6VLX760
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XCEBVHX250T ~ XCE6VHX255T  XCE6VHX380T  XCE6VHX565T
39,360 39,600 59,760 88,560
251,904 253,440 382,464 566,784
314,880 316,800 478,080 708,480
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Notes: 1.
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FF484 23x23mm 240 (8, 0) 240 (8, 0)

FF784 29 x 29 mm 360 (12, 0) 400 (12, 0) 400 (12, 0) 400 (12, 0)

FF1156 35 x 35 mm 600 (20, 0) 600 (20, 0) 600 (20, 0) 600 (20, 0) 600 (20, 0) 600 (20, 0)

FF1759 425 x 42,5 mm 720 (24, 0) 720(24,0) 840 (36,0) 720 (24, 0) 840 (36, 0)

FF1760 42.5 x 42.5 mm 1,200(0,0) 1,200 (0, 0)

FF1154 35 x 35 mm 320 (48, 0) 320 (48, 0)

FF1155 35 x 35 mm 440 (24, 12) 440 (24, 12)

FF1923 45 x 45 mm 480 (24, 24) 720 (40, 24) 720 (40, 24)

FF1924 45 x 45 mm 640 (48, 24) 640 (48, 24)
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EasyPath FPGAs provide a conversion-free, low-risk path for volume production.

. Digitally Controlled Impedance (DCI) is available on I/Os of all devices.
. Supported I/0 standards include: HT, LVCMOS (1.2V, 1.5V, 1.8V, 2.5V), HSTL | (1.2V,1.5V,1.8V), HSTL Il (1.5V,1.8V), HSTL Ill (1.5V,1.8V), LVDS, Extended LVDS, RSDS, Bus LVDS, LVPECL, SSTL | (1.8V, 2.5V), SSTL Il (1.8V, 2.5V), and SSTL (1.5V).
. One System Monitor block is included in all devices.

. All products are available Pb-free and RoHS-Compliant (FFG/FFV).

Important: Verify all data in this document with the device data sheets found at www.xilinx.com

. Asingle Virtex-6 FPGA CLB comprises two slices, each containing four 6-input LUTs and eight flip-flops (twice the number found in a Virtex-4 FPGA slice), for a total of eight 6-input LUTs and 16 flip-flops per CLB.
. Virtex-6 FPGA logic cell ratings reflect the increased logic capacity offered by the 6-input LUT architecture.



