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14.1012 g

0.416388 2.953%
Silicon 7440-21-3 100.00 basis 0.416388 

0.017917 0.127%
Tin 7440-31-5 98.20 basis 0.017594 

Silver 7440-22-4 1.80 basis 0.000323 
0.056900 0.404%

Bisphenol F type liquid epoxy 
resin 9003-36-5 15.00 basis 0.008535 

1,6-Bis(2,3-
epoxypropoxy)naphthalene 27610-48-6 10.00 basis 0.005690 

Bisphenol A type liquid epoxy 
resin 25068-38-6 5.00 basis 0.002845 

Amine type hardener trade secret 10.00 basis 0.005690 
Silicon dioxide 60676-86-0 58.00 filler 0.033002 
Carbon black 1333-86-4 1.00 color agent 0.000569 

Additives trade secret 1.00 additives 0.000569 
0.009472 0.067%

Tin 7440-31-5 54.50 metal 0.005162 
Lead 7439-92-1 33.00 metal 0.003126 

Organic amine trade secret 4.90 metal 0.000464 
Solvent trade secret 4.90 0.000464 

Copolymer trade secret 2.70 0.000256 
0.254560 1.805%

Barium 12047-27-7  88.86 Ceramic 0.226195 
Manganese Dioxide 1313-13-9  1.43 Ceramic 0.003637 

Nickel 7440-02-0 4.29 Internal Electrode 0.010910 
Copper 7440-50-8 0.70 Termination 0.001782 

Boron Oxide 1303-86-2 0.01 Termination 0.000036 
Nickel 7440-02-0 3.57 Plating 0.009091 

Tin 7440-31-5 0.90 Plating 0.002291 
Lead 7439-92-1 0.24 Plating 0.000618 

7.470000 52.974%
Copper 7440-50-8 98.35 Main material 7.346745 
Nickel 7440-02-0 1.65 Main material 0.123255 

0.119000 0.844%
Aluminium Oxide Al2O3 trade secret 80.00 Main material 0.095200 

Dimethyl siloxane, 
dimethylvinyl-terminated 68083-19-2 20.00 Main material 0.023800 

1.100277 7.803%
Tin 7440-31-5 63.00 Main material 0.693175 

Lead 7439-92-1 37.00 Main material 0.407102 
4.656718 33.023%

Copper 7440-50-8 38.78 Plating 1.805723 
Tin 7440-31-5 0.45 Plating 0.020795 

Lead 7439-92-1 0.26 Plating 0.012213 
Core N/A 42.62 Core 1.984500 

Plugging N/A 0.69 Via Plugging 0.032156 
ABF N/A 15.78 Build Up 0.735000 

Solder Mask N/A 1.42 Solder Mask 0.066331 
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Notice of Disclaimer

Updated description to Boron Oxide and Manganese Dioxide.

Substrate

Updated substance in solder paste and substrate.

Use in product Component weight / 
substance weight ( in 

grams)

Component % of total

Capacitor 1

Heat sink  

Description of Revisions

Initial Xilinx Release. 

AMD regards this materials data to be correct but makes no guarantee as to its accuracy or completeness, including, but not limited to, with respect to its compliance with applicable environmental laws and regulations. 
AMD subcontracts the production, test and assembly of hardware devices to independent third-party vendors and materials suppliers (“Contractors”). All data provided hereunder is based on information received from 
Contractors. AMD has not independently verified the accuracy or completeness of this information which is provided solely for your reference in connection with the use of AMD products.
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 Component Substance Description CAS # or Description % of component
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