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Introduction
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Chapter 1: Introduction

This document provides release notes for the AMD Instinct™ MI300X accelerator firmware, including

enhancements and key fixes.

%7 Important: The MI300X firmware bundle 24.13 requires an upgrade to ROCm 6.2.2. Bundles 24.11
and 24.12 require an upgrade to ROCm 6.2 or later builds. For assistance with the update process,

contact AMD Support.
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Chapter 2: Release Contents

Release Contents

The following table details the versions of the constituent firmware components in this release.
Highlighted versions have changed since the previous release. Certain versions may remain unchanged

across different releases.

Table 2.1: Firmware Bundle Component Versions

Version
Location Component Component Details Previous Component Details I
Number
Bundle bundle_active 01.24.13.09 (Production) 01.24.12.10 (Production) 0x01180D09
Bundle ROT 00730000 (Production) 00730000 (Production) 0x00730000
01.04.114328
Bundle IFWI 01.05.120810 Ox1051D7EA
01.04.114661

Bundle SMC 2.11.0.66.4F (Production) 2.11.0.65F (Production) 0x0100424F
Bundle SMC FPGA 00.26.10 00.26.10 0x00026010

00.26.13 00.26.13 0x00026013
Bundle UBB FPGA

00.26.24 00.26.24 0x00026024

2.11.062 2.11.062 0x0200B0O3E

2.11.076 2.11.075 0x0200B04C
Bundle Retimer

2.11.077 2.11.076 0x0200B04D

2.11.078 2.11.078 0x0200B0O4E

Remote
Bundle 4,0.12 4.0.12 0x0400000C
Management

01.009 01.009 01.009
Bundle VR

02.0BE 02.0BE 02.0BE
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Enhancements
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Chapter 3: Enhancements

The following table lists the enhancements in this release sorted by component.

Table 3.1: Enhancements

AMD Ref ID ‘ Component Description

B1022 SMC Add GPU Link current speed into MRD
P158142 SMC Added new VR configs 09 and BE
Uuo912 SMC GPU power set to power cap value every 5s if power is below the power cap
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Chapter 4: Key Fixes

Key Fixes

The following tables list the key fixes in this release sorted by component.

The Fixed Known Issues table lists known issues that were previously documented and have been resolved in this release. The Fixed New Issues table
lists issues that were not previously documented but have been resolved in this release.

Table 4.1: Fixed Known Issues

AMD Ref ID Component Issue Fix
P155600 RAS Mode-2 reset not used for data poison recovery Fixed the sequence for saving PCI configuration space.
Added optimization in amdgpu driver to ensure proper
Data poison, observed multiple ACA logs/deferred error not P . &P brop .
P160077 RAS . . response and recovery in case of PMFW not responding to an
found while injecting poison
error.
Execution of RetimerLTSSMDump prevents the retimer Sensor monitoring now paused during the execution of
81179 sMC sensor from reading values normally, leading to delays in RetimerLTSSMDump. A separate thread created to poll the
PLDM sensor transmission and incorrect sensor readings in RetimerLTSSM schedule and prevent D-bus from getting
SEL stuck.
Redfish update service returns internal service error during .
U0609 SMC . Increased timeout from 120 to 600 seconds.
firmware update stress test
Removed the filter checks and instead allow new readouts of
uo761 SMC Members.1.CurrentSpeedGbps returns null

the PCle properties.
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Table 4.2: Fixed New Issues

Key Fixes

AMD Ref ID Component Issue Fix
Made specific adjustments to an 12C configuration setting
B1077 SMC ForceRestart and ResetAll actions not working and implemented a mechanism to bypass the firmware
update in case of a crc mismatch.
During the verification step of the flachcp command, an o .
,g . P P Changed the flachcp verification buffer size to 512 bytes
B1312 SMC oversized buffer for reading flash data leads to a VR MUX .
. . . instead of 4K bytes.
exception when performing UBB FPGA programming
51382 SMC Missing Redfish EventLog when VR Auto Recovery is Send the VR automatic recovery event after SMC checks for
triggered CRC failure, taking into account the updateOnReboot flag.
Redfish EventLog missing "Automatic Recovery mode
B1390 SMC . & & . v Added the missing Redfish event on the recovery flow.
unexpected failure" when Auto Recovery fails
Disable kernel console output and U-Boot output dependin
B1399 SMC UART output enabled for production signed images P P P &
on DISABLE_UART flag.
B1417 SMC UBB critical events reported for retimer link state being Increased frequency of polling retimer sensor suspend/
disabled during get all logs collection resume status to every second.
Allow sufficient time for the completion of delete operations
uo771 SMC /redfish/v1/TelemetryService/MetricReports/All URI missing . . P . P
before proceeding with the add operation.
U0926 SMC Long running tasks have a slight chance of causing the SMC Increased hung task timeout to 900s to allow long running
to enter a boot loop tasks to complete.
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Appendix A Notices

© Copyright 2024 Advanced Micro Devices, Inc.

The information presented in this document is for informational purposes only and may contain technical
inaccuracies, omissions, and typographical errors. The information contained herein is subject to change
and may be rendered inaccurate for many reasons, including but not limited to product and roadmap
changes, component and motherboard version changes, new model and/or product releases, product
differences between differing manufacturers, software changes, BIOS flashes, firmware upgrades, or

the like. Any computer system has risks of security vulnerabilities that cannot be completely prevented
or mitigated. AMD assumes no obligation to update or otherwise correct or revise this information.
However, AMD reserves the right to revise this information and to make changes from time to time to
the content hereof without obligation of AMD to notify any person of such revisions or changes.

THIS INFORMATION IS PROVIDED "AS 1S." AMD MAKES NO REPRESENTATIONS OR WARRANTIES
WITH RESPECT TO THE CONTENTS HEREOF AND ASSUMES NO RESPONSIBILITY FOR

ANY INACCURACIES, ERRORS, OR OMISSIONS THAT MAY APPEAR IN THIS INFORMATION.

AMD SPECIFICALLY DISCLAIMS ANY IMPLIED WARRANTIES OF NON-INFRINGEMENT,
MERCHANTABILITY, OR FITNESS FOR ANY PARTICULAR PURPOSE. IN NO EVENT WILL AMD

BE LIABLE TO ANY PERSON FOR ANY RELIANCE, DIRECT, INDIRECT, SPECIAL, OR OTHER
CONSEQUENTIAL DAMAGES ARISING FROM THE USE OF ANY INFORMATION CONTAINED
HEREIN, EVEN IF AMD IS EXPRESSLY ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.

A.1 Trademarks

AMD, the AMD Arrow logo, and combinations thereof are trademarks of Advanced Micro Devices, Inc.

Other product names used in this publication are for identification purposes only and may be trademarks
of their respective companies.
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