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Designing IP Subsystems

ﬁ IMPORTANT: This tutorial requires the use of the Kintex®-7 family of devices. You will
need to update your Vivado tools installation if you do not have this device family installed.
Refer to the Vivado Design Suite User Guide: Release Notes, Installation, and Licensing
(UG973) for more information on Adding Design Tools or Devices.

Introduction

The Xilinx® Vivado® Design Suite IP integrator tool lets you create complex system designs by instantiating and
interconnecting IP cores from the Vivado IP catalog onto a design canvas. You can create designs interactively
through the IP integrator design canvas GUI, or programmatically using a Tcl programming interface. You will
typically construct designs at the AXI-interface level for greater productivity; but you may also manipulate
designs at the port level for more precise design control.

This tutorial walks you through the steps for building a basic IP subsystem design using the IP integrator tool.
You will instantiate a few IP in the IP integrator tool and then stitch them up to create an IP sub-system design.
While working through this tutorial, you will be introduced to the IP integrator GUI, run design rule checks
(DRC) on your design, and then integrate the design into a top-level design in the Vivado Design Suite. Finally,
you will run synthesis and implementation and generate a bitstream on the design.

oY
-t
-

m VIDEO: You can also view the Designing with Vivado IP Integrator quick take video to learn
more about this feature of the Vivado Design Suite.

Tutorial Design Description

This tutorial is based on a simple non-processor based IP integrator design. It contains a few peripheral IP
cores and an AXI interconnect core, which connects to an external on-board processor.

The design targets an xc7k325 Kintex device. The tutorial uses a small design to be run with minimal hardware
requirements and to enable timely completion of the tutorial, as well as to minimize the data size.

O TIP: Although the tutorial design targets an xc7k325 Kintex®-7 device, you can
choose another part, such as the xc7a35 Artix®-7 device for use with the WebPack
version of the Vivado Design Suite. The tutorial results should be similar.
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Hardware and Software Requirements

Refer to the Vivado Design Suite User Guide: Release Notes, Installation, and Licensing (UG973) for a complete
list and description of the system and software requirements for the Vivado Design Suite.

Locating Tutorial Design Files

You can find the files for this tutorial in the Vivado Design Suite examples directory at the following location:
e <Vivado_install_area>/Vivado/<version>/examples/Vivado_Tutorial

You can also extract the provided zip file, at any time, to write the tutorial files to your local directory, or to
restore the files to their starting condition.

Extract the zip file contents from the software installation into any write-accessible location.
e <Vivado_install_area>/Vivado/<version>/examples/Vivado_Tutorial.zip

The location of the extracted Vivado_Tutorial directory is referred to as the <Extract_Dir> in this Tutorial.
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Lab 1: Designing IP Subsystems in IP Integrator

Step 1: Creating a Project

VIVADO! s e £ XILINX

Quick Start

oject Open Praject Open Example Project

Tasks

Manage IF Open Hardware Manager Xilinx Td Store

Information Center

Documentation and Tutorials Quick Take Videos Release Notes Guide

Figure 1: Vivado IDE Getting Started Page

Open the Vivado IDE:
e On Linux,
1. Change to the directory where the Vivado tutorial designs are stored:
cd <Extract_Dir>/Vivado _Tutorial
2. Launch the Vivado Design Suite: vivado
e On Windows,
1. Launch the Vivado Design Suite:
Start > All Programs > Xilinx Design Tools > Vivado 2015.x > Vivado 2015.x"

1 Your Vivado Design Suite installation may called something different from Xilinx Design Tools on the Start menu.
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Lab 1: Designing IP Subsystems in IP Integrator

2. As an alternative, click the Vivado 2015.x Desktop icon to start the Vivado IDE.

The Vivado IDE Getting Started page contains links to open or create projects and to view documentation,
as shown in Figure 1.

3. In the Quick Start page, select Create New Project.
4. The New Project wizard opens. Click Next to confirm the project creation.
5. In the Project Name page, set the following options, and click Next:

e Type the project name: project ipi

e Enter the project location:

<project directory>

alff_z. Mew Project | =8
Project Name
Enter a name for your project and specify a directory where the project data files will be stored. '

Project name: | project_ipi
Project location: | C:/Data/Vivado_Tutorial/Tutorial_Created_Data |:|
| Create project subdirectory

Project will be created at: C:/Data/Vivado_Tuterial/Tutorial_Created_Data/project_ipi

Figure 2: Create Project

6. Ensure that Create project subdirectory is checked, and click Next.

Designing IP Subsystems Using IP Integrator  www.xilinx.com 7

UG995 (v2015.3) September 30, 2015
l Send Feedback I



http://www.xilinx.com/
http://www.xilinx.com/about/feedback.html?docType=Tutorials&docId=UG995&Title=Vivado%20Design%20Suite%20Tutorial%3A%20Designing%20IP%20Subsystems%20Using%20IP%20Integrator%20%28UG995%29&releaseVersion=2015.3&docPage=7

& XILINX

ALL PROGRAMMABLE.

Lab 1: Designing IP Subsystems in IP Integrator

7. In the Project Type dialog box, select RTL Project. Click Next.

#- New Project &3
Project Type
Specify the type of project to create. ‘

@ RTL Project
You will be able to add sources, create block designs in IP Integrator, generate IP, run RTL analysis,
synthesis, implementation, design planning and analysis.

Do not specify sources at this time
Post-synthesis Project

You will be able to add sources, view device resources, run design analysis, planning and
implementation.

Do not specify sources at this time

I/O Planning Project
Do not specify design sources. You will be able to view part/package resources.

Imported Project
Create a Vivado project from a Synplify, XST or ISE Project File.

Configure an Example Embedded Evaluation Board Design
Create a new Vivado project from a predefined IP Integrator template design.

< Back Finish Cancel

Figure 3: Specify Project Type

8. In the Add Sources dialog box:

e Set the Target language to VHDL,

e Set the Simulator Language to Mixed,

e Click Next.

You will add sources later using the design canvas in the Vivado IP integrator to create a subsystem design.
9. In the Add Existing IP dialog box, click Next.
10. In the Add Constraints dialog box, click Next.
11. In the Default Part dialog box:

e Specify Parts

e Set Family: Kintex-7

e Set Speed grade: -2
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Lab 1: Designing IP Subsystems in IP Integrator

-

#- New Project [ =]
Default Part
Choose a default Xilinx part or board for your project. This can be changed later. '
Select: | § Parts | @ Boards
4 Filter
Product category: | All - Package: All Remaining =
Eamily: Kintex-7 - Speed grade: |-2 -
Sub-Family: All Remaining - Temp grade: | All Remaining «
Reset All Filters
Search:
1/0 Pin Available LUT ] Block
Part Count I0Bs Elements FlipFiops RAMs DSPs
G xc7k70tfbg484-2 484 285 41000 82000 135 240
G xc7k70tfbg676-2 676 300 41000 82000 135 240
G xc7k160tfhga84-2 484 285 101400 202800 325 600
G xc7k160tfhg676-2 670 400 101400 202800 325 600
G xc7k160tfg676-2 670 400 101400 202800 325 600
G xc7k325tfhg676-2 676 400 203800 407600 445 840
G xc7k325tfbgo00-2 a0 500 203800 407600 445 840
G xc7k325tffg676-2 676 400 203800 407600 445 840
- xc7k325tfga00-2 o0 Js00  [203800 407600 445 J8d0 |
@ xc7k355tffgo01-2 a0l 300 222600 445200 715 1440
@ xc7k410tfhg676-2 676 400 254200 508400 795 1540
@ xc7k410tfhbgo00-2 Qa0 500 254200 508400 795 1540
@ xc7k410tffg676-2 676 400 254200 508400 795 1540
@ xc7k410tffgo00-2 Qa0 500 254200 508400 795 1540
@ xc7k420tffgo01-2 a0l 380 260600 521200 835 1680
i xcTk420tffg1156-2 1,156 400 260600 521200 835 1680
@ xcTk4B0tFga01-2 Q01 380 298600 597200 Q55 1920
@ xcTk480tFg1156-2 1,156 400 298600 597200 955 1920
4 ] =
[ < Back “ Next = l Finish

Figure 4: Select Default Part

12. Choose the xc7k325tffg900-2 part from the listed parts, and click Next.
13. Review the project summary in the New Project Summary dialog box.
14. Click Finish to create the project.

The new project opens in the Vivado IDE.
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Step 2: Create an IP Integrator Design

1. In the Flow Navigator, select the Create Block Design option.

4L Create Block Design =]
Flease specify name of block design. ‘
Design name: subsystemn_1
Directory: & <Local to Project> -
Specify source set: | Design Sources =

Figure 5: Create Block Design dialog box

2. On the Create Block Design dialog box:
e Specify Design Name as subsystem_1,
e Set Directory to Local to Project,
e Set Specify source set to Design Sources
e Click OK.

The Vivado IP integrator displays a design canvas to let you quickly create complex subsystem designs by
integrating IP cores.

3. Right-click on the design canvas to open the popup menu and select Add IP.

&= Diagram x
3] 4 subsystem_1
-
) \_ Ctrl+E
bt Delete
"% Ctrl+C
WM Ctrl+V
i Ctrl+F
e, I Select All Ctrl+A
2e £ AddIP... Ctrl+1
= @ P Settings...
{F ¥ Validate Design Fo
i, Create Hierarchy...

3 Create Comment
L Create Port... Ctrl+K
& Create Interface Port... Ctri+L
] @ Regenerate Layout
el ™ Save as PDF File...

Figure 6: Add IP in Design Canvas
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Lab 1: Designing IP Subsystems in IP Integrator

Alternatively, you can also click the Add IP icon in the IP integrator canvas, or click on the Add IP button in
the IP integrator sidebar menu. F Therp Catalog opens as seen below.

O TIP: To open the IP Details window beside the IP catalog, as shown in Figure 7, type
‘Ctrl-Q’ as described at the bottom of the IP Catalog window. This window lets you
see details of the currently selected IP in the catalog, when multiple IP are listed.

4. In the search field of the IP Catalog, type spi to find the AXI Quad SPL

IP Details *

Search: spi (1 match)

.|| Name: AXI Quad SPI

| version: 3.2 (Rev. 3)

Interfaces: AXH

Description: SPI Interface for SPI Based Slave

Status: Production

License: Included

Change Log: View Change Log

Vendor: Hilinx, Inc.

VLMY ¥ilinx.com:ip:axi_guad_spi:3.2

Repository:  c:/Xilinx/Vivado/2015.1/data/ip

ENTER to select, ESC to cancel, Ctrl+Q for IP details

Figure 7: Instantiate AXI Quad SPI IP

5. Select the AXI Quad SPI core and press enter on the keyboard, or simply double click the core in the IP
Catalog.

The AXI Quad SPI core is instantiated onto the IP integrator design canvas.

axi_quad_spi_0
AXI_LITE
T AXL sP1_0- |||
ext_spi_clk
STARTUP_1O |||
s axi_adk i3 )
ip2intc_irpt

AXI Quad 5PI

Figure 8: An Instantiated AXI Quad SPI

6. Right-click on the IP integrator canvas to open the popup menu, and select Add IP.
7. In the Search field of the IP integrator catalog, type IIC.
8. Either double-click or press Enter on your keyboard to instantiate the AXIIIC IP.
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Lab 1: Designing IP Subsystems in IP Integrator

9. Use the Add IP command to instantiate the flowing IP cores:

e AXI Uartlite,
e AXIBRAM Controller,
e AXlInterrupt Controller

e AXIInterconnect

The IP integrator canvas should look similar to Figure 9. The relative positions of the blocks placed on the

canvas may be slightly different.

Diagram
]| # subsystem_1 »

[ Designer Assistance available. Run Connection Automation

axi_interconnect_0

§il<=500_AXI
—ACLK
ARESETN

=MOO_ACLK [
MOO_ARESETN
—MOL_ACLK
MO1_ARESETN

REQBW I LETTERR
1

AXI Interconnect
axi_bram _ctrl_0

=

5
=]
v

s
s_axi_adk
5_axi_aresetn

BRAM_PORTA<E |||
BRAM_PORTB- |||

AXI BRAM Controller

axi_uartlite_0

AXT Uartlite

so0_AcLk [ Dmo na
S00_ARESETN D%D m1:mu41= .-

axi_inte_0

AXI Interrupt Controller

axi_iic_0

mc |||
iic2inte_irpt
gpo[0:0]

axi_quad_spi_0

n sPr_ok |||
i STARTUP_IO- |||
ip2intc_irpt

AXI Quad SPI

Figure 9: IP Integrator Design Canvas
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Step 3: Creating External Connections

At this point, you have instantiated several AXI slaves that can be accessed using an external master such as an
on-board processor. To connect to an external master controlling these slaves, you will connect the SO0_AXI
interface pin on the AXI Interconnect to an external port.

An interface is a grouping of signals that share a common function, containing both individual signals and
multiple buses. By grouping these signals and buses into an interface, the Vivado IP integrator can identify
common interfaces and automatically make multiple connections in a single step. See the Vivado Design Suite
User Guide: Designing IP Subsystems Using IP Integrator (UG994) for more information on interface pins and
ports.

1. Right-click on the S00_AXI interface pin on the AXI Interconnect to open the popup menu, and select
Create Interface Port.

r axi_interconnect 0 1
[ ]

+
| & Block Interface Properties... Ctrl+E
| @ Highlight 3
| Delete Delete
| & Copy Ctrl+C
Ctrl+V
S, Search... Ctrl+F
& Select All Ctrl+A
1& AddIP... Ctrl+1
Pk Make External Ctrl+T
[@ Run Connection Automation...
i 1P Settings...
[ Validate Design F&
Start Connection Mode Ctrl+H
Make Connection...
rl o
Disconnect Pin Inside Hierarchy
rconne Create Hierarchy...
i; ﬁ: Create Comment
Create Port... Ctrl+K
Create Interface Port... L\\! Ctrl+L

@ Regenerate Layout

T Save as PDF File...

Figure 10: Right Click on S00_AXI Interface Pin

The Create Interface Port dialog box opens up, as shown in Figure 11.
2. Make sure the checkbox Connect to selected interface S00_AXI is selected.
3. Click OK to accept the default settings.
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#L Create Interface Port [=2]
Create interface port ‘
Interface name: | ENEA
VLNV yilinx.com:interface:aximm_rtl: 1.0 hd
Mode: SLAVE hd

gonnect to selected interface S00_AXI
’ OK ] ’ Cancel

Figure 11: Create Interface Port

The Vivado IP integrator adds the external SOO_AXI interface port to the subsystem design, and
automatically connects it to the SO0_AXI interface pin on the AXI Interconnect core.

On the AXI Interconnect, connect the Clock and the Reset pins to external ports using the Create Port
command. Since these are not interface pins, you will not need an interface port to connect them.

4. Right-click the ACLK pin of the AXI Interconnect, and select Create Port.

r axi_interconnect_0 -
| @ Block Pin Properties... Ctrl+E
SO0_AXI[r==—==i{ & Highlight ,
¥ Delete Delete
@ copy Ctrl+C
2 & Ctrl+V
- % Search... Ctrl+F
- & Select All Ctrl+A
= & pddIP... Ctrl+I
= %  Make External Ctrl+T
L [@ Run Connection Automation...
@ IP Settings...
& Vvalidate Design Fa
Start Connection Mode Ctrl+H
Make Connection...
i_intercomnect_0
ory (MB): peak = 737.77
ory (MB): peak = 737.77 Disconnect Pin Inside Hierarchy
ki d
1:1.0 500_RXI
CONFIG.NUM READ OUTSTAN, Create Hierarchy... bar/500 |
get_bd intf ports 3500_2] Create Comment
Create Port... % Ctrl+K
T Create Interface Fort... Ctrl+L
@ Rananerate | aunit

Figure 12: Create Port

5. In the Create Port dialog box, as shown in Figure 13, specify the frequency as 200 MHz, leaving
everything else at its default value.

6. Click OK.
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Lab 1: Designing IP Subsystems in IP Integrator

4% Create Port 23 |
Create port and connect it to selected pins and ports ‘
Port name: m
Direction: Input -
Type: Clock -
[] create vector: from 31 to 0
Frequency (MHz): | 200
Connect to 'ACLK' selected pin
’ 0K ] I Cancel
Figure 13: Create Port - ACLK
7. Right-click the ARESETN pin of the AXI Interconnect and select Create Port.
The Create Port dialog box opens as seen in Figure 14.
8. Set the Polarity to Active Low.
9. Click OK to accept the default settings.
g'ff_:. Create Port 2
Create port and connect it to selected pins and parts ‘
Port name: ARESETN
Direction: Input -
Type: Reset hd
[ Create vector: from 31pS o 0
Frequency (MHz):
Interrupt type: 3 Level Edge
Polarity: *) Active High @ Active Low
Connect to 'ARESETN' selected pin
[ OK ] l Cancel

Figure 14: Create Port - ARESETN

IMPORTANT: /P integrator treats an external reset coming into the block design as
asynchronous to the clocks. You should always synchronize the external resets with a
clock domain in the IP subsystem to help the design meet timing.

You can use a Processor System Reset block (proc_sys reset) to synchronize the reset. The Processing
System Reset is a soft IP that handles numerous reset conditions at its input and generates appropriate
system reset signals at its output. However, if a clock and a reset are external inputs to the block design,
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Lab 1: Designing IP Subsystems in IP Integrator

and the reset signal is externally synchronized to the clock, then you simply need to associate the related
clock with the reset. This does not require the Processor System Reset block.

Double click the ACLK port to open the Customize Port dialog box.
Q Custornize Port 3
intf_clock_w1_01(1.0) ‘
Frequency {MHz) 200
Phase 0.000
Clk Domain subsyskem_1_ACLEK
Associated Busif
Associated Clken i}
Associated Reset ARESETM
Associated Async Reset |0
[ K ] | Caniel |

Figure 15: Customize Port — Associated Reset

Set the Associated Reset field to ARESETN.
Click OK.

Now you can connect the AXI clock and reset nets to the remaining master and slave clocks and resets of
the AXI Interconnect.

Place the cursor on top of the SO0_ACLK pin of the AXI Interconnect.

Notice that the cursor changes into a pencil indicating that a connection can be made from that pin.
Clicking the mouse button here starts a connection on the SO0_ACLK pin.

Click and drag the cursor from the SO0_ACLK pin to the ACLK port as shown in Figure 16.

O TIP: You must press and hold down the mouse button while dragging the connection
from the SO0_ACLK pin to the ACLK port.

15.

As you drag the connection wire, a green checkmark appears on the ACLK port indicating that a valid
connection can be made between these points. The Vivado IP integrator highlights all possible connection
points in the subsystem design as you interactively wire the pins and ports.

Release the mouse button and Vivado IP integrator makes a connection between the SO0_ACLK pin and the
ACLK port, as shown in Figure 16.
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—ts_akl_ull:m:u T J

AXI BRAM Controller
r axi_interconnect_0 1

N
S00_AXT [Dy——if|4-S00_AXI
ACLK acLi
ARESETN ARESETN

500 aciy el
00 |Connect from 'SO00_ACLK’ port
A MOT_ART = 12
MO0_ACLK | ] :
MOO_ARESETN
MO1_ACLK
MO1_ARESETN

r

AXI Interconnect

Figure 16: Connect the S00_ACLK pin to the ACLK port

16. Repeating the steps outlined above, connect the M00_ACLK and the M01_ACLK to the ACLK port.

The connections to the AXI Interconnect should now appear as shown in Figure 17.

axi_interconnect_0

.
S00_AXI [y=ii 4-S00_AXI
ACLK D ACLK
ARESETN D ARESETN

soo_aclk Oz L
§ MOO_AXT 4 [}

SO0_ARESETN [[]&=["] :
MO1_AXT< 2
MO0_ACLK | = -
MOO_ARESETN
MO1_ACLK
MO1_ARESETN

Ll

AXI Interconnect

Figure 17: ACLK connections

Similarly connect the reset pins of all the masters and slaves to the ARESETN port.
17. Place the cursor on the SOO_ARESETN pin, click and drag the cursor to the ARESETN port.

18. Release the mouse button to make the connection.
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DI PO TS
—Ls_axl_a resetn I —E}I

AXI BRAM Controller
axi_interconnect_0
r. = = - |

SO0_AXI [pmmmmié| - S00_AXI

ACLK =ACLK
ARESETN WEREETN
... | Connect from 'S00_ARESETN port
woo_aLt0 "ARESETN_ net
= MOO_ARESETN
e MO1_ACLK
= MO1_ARESETN

L

AXI Interconnect

Figure 18: Connect SO0_ARESETN to the ARESETN port

19. Repeat the steps to connect the MOO_ARESETN and the MO1_ARESETN pins of the AXI Interconnect to the
ARESETN port, as shown in Figure 19.

axi_interconnect_0
.
S00_AXT [Dp=ii|4-S00_AXI
ACLK D ACLK
ARESETN D ARESETN
S00_ACLK D§Dm0 o *
SO0_ARESETN &SI - H
MO1_AXI 4
MOO_ACLK [ :
MOD_ARESETN
MO1_ACLK
MO1_ARESETN
AXT Interconnect

Figure 19: ARESETN Connections
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Step 4: Customize IP

1. Double-click on the AXI Interconnect core to open the Re-Customize IP dialog box as seen in Figure 20.

£': Re-customize [P @

AXI Interconnect (2.1) ‘

ﬁJDocumenmtion ) IP Location

Component Name | subsystem_1_axi_interconnect_0_0

)$ | Slave Interfaces | Master Interfaces

MNumber of Slave Interfaces 1 -
Mumber of Master Interfaces L -
Interconnect Optimization Strategy Custom -

AXI Interconnect includes IF Integrator sutomatic converter insertion and configuration.

When the endpeint IPs attached to the interfaces of the AXI Interconnect differ

in width, dock or protocol, & converter IF will automatically be added inside the interconnect.
If a converter IP is inserted, IP integrator's parameter propagation automatically

configures the converter to match the design.

To see which conversion IPs have been inserted, use the IP integrator

‘expand hierarchy' buttons to explore inside the AXI Interconnect hierarhcy.

MOTE: Addressing information for AXI Interconnect is spedfied in the IP Integrator address editor.

Enable Advanced Configuration Options

OK ] | Cancel

Figure 20: Re-customize the AXI Interconnect

2. From the Top Level Settings Tab, set the Number of Master Interfaces to 5 from the pull down menu.
3. Leave all the remaining options set to their default values, and click OK.

The Vivado IP integrator re-customizes the AXI Interconnect, changing the number of master interfaces to
five, and adding the necessary clock and reset pins to support these new master interfaces, as shown in

Figure 21.
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axi_interconnect_0

S00_AXE [C———ii|dF S00_AXI

ARESETN [ ARESETN

MO4_ACLK
MO4_ARESETN

AXI Interconnect

Figure 21: AXI Interconnect with 5 Master Interfaces

4. Connect all the new clocks to the ACLK port, and the new resets to the ARESETN port.
Now you can connect all five slave IP cores to the AXI Interconnect.

5. Connect the S_AXI interface of the AXI BRAM Controller to M00_AXI interface of the AXI Interconnect, as
shown in the following figure.

Diagram — 0O «a =
#[]| # subsystem_1 »
[ Designer Assistance available. Run Connection Automation

axi_interconnect_0

arso0_a
ACLK
S00_AXI ARESETN

S00_ACLK
ACLK [ 500_ARESETN )

ARESETN D . _l—-Mm_,m.n MO0_AXI <
MOO_ARESETN D§D MOL_AXT 4

MoLACK [
MO1L_ARESETN [
MO2_ACLK MO4_AXE 4k [
M02_ARESETN
MO3_ACLK

MO3_ARESETN
MO4_ACLK

MO4_ARESETN

axi_intc_0

s
=5 axi_aclk

intemruptsk

REeEQB IS PO DmERR

AXI Interrupt Controller

@

=+

+

AXI Interconnect
| axi_bram_ctrl 0 2d_lic 0

AXI BRAM Controller
axi_uartlite_0

axi_quad_spi_0

STARTUP_IO=-

AXI Quad SPI

AXI Uartlite

Figure 22: Connect the AXI BRAM Controller to the AXI Interconnect
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6. Connect the s_axi_aclk and the s_axi_aresetn pins of the AXI BRAM Controller to the ACLK and ARESETN
ports.

7. Using the same steps, connect the remaining slave IP cores in the design to the AXI Interconnect.

O TIP: The order of connections between the S_AXI interface pins on the IP slaves and the
M_AXI interface pins on the AXI Interconnect does not matter.

8. Click the Regenerate Layout button on the sidebar menu.

The IP integrator design canvas should look similar to what is shown in Figure 23.

Diagram — 0O & =
#[| &, subsystem_1 »
Oy| (% Designer Assistance available. Run Connection Automation
- -
axi_bram_ctrl 0
b e [R5 _AXT
= g sl BRAM_PORTAS: |
K i - BRAM_PORTE 4+ |||
ﬂ:l‘ s A _ares
- AXI BRAM Controlle
’[‘:‘; axi_intercannect_0 axd ic {J[ !
& B
S00_AXI[ D |4 s00_axt e 11| 3k5_px1 ||
ﬁ ACLK ACLK 5_avi_aclk iic2inte_irpt
Pk ARESETN[C» ARESETN & aei_aresetn gpo[D:0]
&% —500_ACLK
ARESETH AXIIIC
3 Gk . axi_quad_spi_0
4 M00_ACLK MDD _AXT 4= P— = ==
L] moo_aresern Els Bl mor s 4 5|4 e A
) MOL_ACLK |:|§|:| MO2_AXT 3k —etspick oo I‘GI |
MO1_ARESETN [  MO3_axt 3 fi e_ai_aclk o
el > b H ) ipinte_irpt
4 MO2_ACLK MO4_AXT 4 [ 5 ai_aresetn
i MO2_ARESETN
iy - AXT Quad SP1
- axi_inte_0
MO3_ARESETN
MO4_ACLK 2| s and
MO4_ARESETN 5 ai_ack ]
[ interupt=F I
AXI Interconnect winitr[0:0]
AXI Interrupt Controller
axi_uvartlite_ 0
AXI Uartlite
I K

Figure 23: Connecting to the AXI Interconnect

At this point, you should save the IP integrator subsystem design.

9. Click the File > Save Block Design command from the main menu.
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Step 5: Running Connection Automation

At this point, there are still some output interface pins that need to be connected external to the subsystem
design, such as the UART interface of the AXI Uartlite, the SPI_0 interface of the AXI Quad SPI, and the IIC
interface of the AXIIIC. Also, note that the AXI BRAM Controller is not connected to a Block Memory Generator.

IP integrator offers the Designer Assistance feature to automate certain kinds of connections. For the current
subsystem design, you can connect the UART, SPI and IIC interfaces to external ports using connection
automation. You can also use the Designer Assistance feature to connect a Block Memory Generator to the
BRAM Controller.

1. Click on Run Connection Automation link, in the banner at the top of the design canvas.

B Address Editor X | 5= Diagram X
#[]| 4 subsystem_1 »

Oy | [ Designer Assistance available. Run Connection Automation

Figure 24: Run Connection Automation for /axi_quad_spi_0/SPI_0

The Run Connection Automation dialog box opens.

2. Select All Automation (0 out of 5 selected). This selects all external interfaces and the BRAM Controller
for auto connection.

g” Run Connection Automation 23 |

Automatically make connections in your design by checking the boxes of the interfaces to connect. Select an interface on the
left to display its configuration options on the right. ‘

NGl
= E| £F axi_bram_ctrl_0
. 4} BRAM_PORTA
{I} BRAM_PORTB
EH[V] £ axi_iic_0
V] c Select an interface pin on the left panel to view its options
=[] £ axi_quad_spi_0
/] SPLO
E| iF axi_uartlite_0

[ 0K ] ’ Cancel

Figure 25: Run Connection Automation dialog box

3. Select and highlight the interfaces to see a description of the automation that the tool offers as well as any
options needed to connect these interfaces.
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-

31 Run Connection Automation

2] £ axi_bram_ctrl_0
{Il BRAM_PORTA

kP

iF axi_iic_0

@ 1c

iF axi_quad_spi_0
@ SP1_0

=[] £F axi_vartlite_0
{i UART

=] All Automation (5 out of 5 selected)

N1§BRAM_PORTB

Automatically make connections in your design by checking the boxes of the interfaces to connect. Select
an interface on the left to display its configuration options on the right.

Connect BRAM controller to Block Memory Generator.

Options

Blk_Mem_Gen:

Description

(=]
/

-

Blk_Mem_Gen of BRAM_PORTA

I

1] =

’ oK ” Cancel ]

Figure 26: The Run Connection Automation Dialog Box Options

4. Click OK.
5. All the external interfaces connect to I/O ports, and the BRAM Controller connects to the Block Memory
Generator.
Diagram — O 1 X
#]| 4 subsystem_1 »
Qg axi_bram_ctrl_0 axi_bram_ctrl_0_bram M
O‘: H4ks_Axt
R s_axi_aclk
g =_axi_aresetn
7 A Block Memory Generator
e axi_interconnect_0 Al BRAJIVI“f.ontrDIIer
(W) axi_iic_0
2w .
Q|  S00_AXI[——i|+s00 ax —i|4kS_AXI > iic_rtl
oy ACLK D ACLK s_axi_ack ficZintc_irpt]
ﬁ ARESETN D ARESETN 5_axi_aresetn gpo[0:0]
p | o AcK AXI 1IC
i‘i’ L= - axi_quad_spi_0
@ y——MDO_ACLK MOO_AXT 4k il
MOO_ARESETN [ w— [ M01_AXI 4k i = 4k AXT_LITE r )
o] +——M01_ACLK [§j MOZ_AXT 4= t eI STARTLT:II—SI I {2 spi_rtl
] MO1_ARESETN [ £25 [ MO3_AXI4 s_axi_ack i _m?c_“
ol = MD2_ACLK MO4_AXT4E s_a@xi_aresetn ARG
- MO2_ARESETN
= = MD3 ACLK AXL .Q.’Iad SPI
axi_intc_0
MO3_ARESETN
p—=MD4_ACLK “ldks axi
MO4_ARESETN s_axi_ack )
A interruptr
5_axi_aresetn
AXI Interconnect = intr{:0]
AN Interrupt Controller
axi_uartlite_0
> vart_rtl
AXIL Uartlite
« .4

Figure 27: spi_rtl port connection after running connection automation
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6. Right-click on the newly added spi_rtl port to open the pop-up menu, and select the External

Interface Properties command.

In the External Interface Properties window, you can change the Name of the port if needed. The Vivado IP
integrator feature automatically assigns the name of the port when connection automation is run. For now,

Lab 1: Designing IP Subsystems in IP Integrator

leave the spi rtl port named as it is.

7. Right-click on the ext_spi_clk pin of the AXI Quad SPI, and select Create Port.

The Create Port dialog box opens as shown in Figure 28.

8. Set the frequency to 100 MHz, if it is not already set, and click OK.

4% Create Port

Port name:
Direction:
Type:

Create vector:

Frequency (MHz):

Create port and connect it to selected pins and ports

Input ~
Clock A

from 31| to 0=

100

V| Connect to 'ext_spi_clk' selected pin

oK

| | Cancel

Figure 28: Create ext_spi_clk Port

9. Click the Regenerate Layout button to redraw the subsystem design. ®

The optimized layout of the design should now look similar to Figure 29.
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Diagram — 0O «a x
#[]| # subsystem_1 »
[o13 ) ~
N ai_bram_cir 0 axi_bram_ctrl_0_bram
—ii| s axt
W . * BrAM_PORTA: ||———]|
_ axi_interconnect_0 s_axi_aclk BRAM_PORTB 4 | "
k‘: s_axi_aresetn
500_AXT —
L) ACLK o ek AXI BRAM Controller Block Memory Generator
":1\'3 ARESETN D L axi_iic_0
Q, 500_ACLK ks axt e || > iic_rt
= S00_ARESETN s_axi_aclk iic2inte_irpt =
ER MOO_ACLK MO0_AXI 4+ »': _axi_aresetn apa[0:0] =
" moo_areseTh s Moy axi 4 FZ'
; MO1_ACLK D%m MO2_AXI=E FE ’B?X.I {ICO
9 MO1_ARESETN [ MO3_AXIE 4 i X
k. -
MO2_ACLK MO4_AXI 5F =|dks_axi
& MO2_ARESETN SRiEak interrupt 4¢ ||
= MO3_ACLK - e i
er MO3_ARESETN w=inte[0:0]
i MO4_ACLK
s 1M04_ARESETN AXI Interupt IContrdIer
axi_uartlite_0
AXI Interconnect
> vart_rt
AXT Uartlite
axi_quad_spi_0
|4 Axt_LITE :
I al spLo4 ||} I spi_rd
J:‘t_:L,I__”-\D ﬂl..ﬂ;'c:( STARTUP_ 104 I
=P ip2inte_irpt
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AXI Quad SPI
‘ .4
Figure 29: Completed IP Subsystem Design
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Step 6: Managing Signals with CONCAT and CONSTANT blocks

Now you will connect the interrupt signals on the various IP slaves to an interrupt controller through a Xilinx
Concat block, to concatenate the individual interrupt signals into a bus. The Concat block is a general-purpose
block to combine multiple inputs into a single bus output. The individual interrupt signals from different AXI
slave cores need to be combined into a bus because the Interrupt Controller takes a bus at its input.

1. Right-click on the design canvas to open the popup menu and select Add IP.
2. In the search field, type concat to find the Xilinx Concat block, and double-click on the core.

The Xilinx Concat core is instantiated onto the IP integrator design canvas.

xlconcat_0

In0[0:0]

dout[1:0]
In1[0:0]

Concat

Figure 30: Xilinx Concat Block

3. Right-click on the Concat block to open the popup menu, and select Customize Block.

The Re-customize IP dialog box opens as shown in Figure 31.

ﬂ Re-customize IP @
Concat (2.1) '
iﬂDocumeniaﬁon i IP Location

Show dizabled ports
Component Name subsystem_1_xlconcat_0_0

Number of Parts 4

(@) Auto ) In1width

@) Aute ) mowidth I [1 - 4096]
1
—~r— .
(W) Auto ) In2width |1
1

(@) Aute ) In3width

Dout Width (Auto) 4

MNOTE: The In0 port is connected to the LSE bits of the output, and
the In[Mumber of Ports - 1] input port is connected to the MSB bits of the output.

[ O ] | Cancel

Figure 31: Customize Concat Block
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4. Change the Number of Ports to 4, and click the mouse in the In0 Width field to accept the change.

The dialog box is updated to reflect the new number of input ports. Three ports are needed to connect the
interrupt pins on the various slave IP blocks into the Interrupt Controller. You will use the fourth port to
demonstrate tying a signal high or low with the Constant block.

5. Click OK.

Now connect the interrupt signals of the AXI slaves to the Concat block to create an interrupt bus.

O TIP: To pull signals out of a bus, use the Slice block instead of the Concat block.

6. Place the cursor on top of the interrupt pin of the AXI UART-Lite.
Notice that the cursor changes into a pencil indicating that a connection can be made from that pin.
7. Click and drag the cursor from the interrupt pin to an input pin on the Concat block, as shown in Figure 32.

As you drag the connection wire, a green checkmark appears on the Input port indicating that a valid
connection can be made between these points.

8. Release the mouse button and Vivado IP integrator makes a connection between the pins.

9. Connect the interrupt pins on the AXIIIC block and the AXI Quad SPI block to input pins on the Concat
block, using the same process.

axi_iic_0
—| 2 s_ax nc |||
s_axi_aclk iic2intc_ipt
e i_areseh 0:0] =
M . R0l xlconcat_0
AXIIIC L ey
axi_intc_0 L]
- [n1[0:0] dout{3:0)
s ad n2[0:0] ;
s_axi_adlk PIEront -+ |I wn3[0:0]
s_axi_aresetn -
wintr[0:0] Concat

AXI Interrupt Controller
axi_uartlite_0

| dhS_AXI
s_axi_aclk

internru
s_axi_aresetn t

AXI Uartlite
axi_guad_spi_0

UART <5 ||}

[ axi_LITE

ext_spi_clk AL |I

STARTUP 1045 |||
ip2intc_irpt

s_axi_aclk
s_axi_aresetn

AXI Quad SPI

Figure 32: Connect the Interrupt signals to Concat Block

At this point, you have connected the interrupt signals to the Concat block, and there is a remaining
unconnected input pin. You could re-customize the block to include only the required number of inputs.
For this tutorial though, you will use the Constant block to tie the extra input down instead.
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10. On the design canvas, right-click to open the popup menu and select Add IP.
The IP Catalog opens.

11. In the search field, type cons to find the Xilinx Constant block, and double-click on the core in the IP
Catalog.

The Xilinx Constant block is instantiated into the subsystem design.
12. Relocate the block as needed to be close to the Concat block.

13. Click and drag the cursor from the output pin on the Constant block, and connect it to the dangling fourth
input pin on the Concat block.

As you drag the connection wire, a green checkmark appears on the input pin indicating that a valid
connection can be made between these points.

14. Release the mouse button and Vivado IP integrator makes a connection between the pins.

Double-clicking on any of the interrupt pins on the various AXI slaves shows that by default they are active
high, or triggered on the rising edge. In this case, you must use the Constant block to tie down the fourth
input on the Concat block to prevent needless interrupt.

15. Double-click the Constant block to re-customize the IP.
The Re-customize IP dialog box opens.

16. Set the Const Val field to 0, as shown below, and click OK.

Component Name | xlconstant_0

Const Width | 1 [1-4096]

Const Val 0

Figure 33: Set Constant Value

The fourth input of the Concat block is no longer floating. Now you can connect the concatenated interrupt
signals from the Concat block to the Interrupt Controller.

17. Click and drag the cursor from the output pin on the Concat block, dout[3:0], and connect it to the intr[0:0]
pin of the Interrupt Controller block.

18. Click the Regenerate Layout button to redraw the subsystem design. &
The optimized layout of the design should now look similar to Figure 34.
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Figure 34: Connect Concat block to Interrupt Controller

Notice that the 1-bit bus width of the interrupt signal on the Interrupt Controller block does not match the
4-bit signal width from the Concat block. This is automatically corrected during design validation.

TIP: When you instantiate an Interrupt Controller block, the interrupt port by default is 1-
bit. During design validation, parameter propagation passes the width of the output signal
from the Concat block to the input signal of the Interrupt Controller, and the port width on
the interrupt controller changes automatically.

19. Right-click the interrupt pin of the Interrupt Controller, to open the popup menu, and select Make
External.

This connects the interrupt output pin to an output port that is taken outside the IP subsystem design, to a
processor for example.

All the interrupts on the Interrupt Controller have a priority that is determined based on the order of
connection to the Concat block. Bit-0 of the interrupt bus has the highest priority. When the interrupt port
goes high, or active, the processor determines which slave is causing the interrupt. Multiple interrupts are
handled according to their priority.

20. Click the File > Save Block Design command from the main menu.

Designing IP Subsystems Using IP Integrator  www.xilinx.com 29

UG995 (v2015.3) September 30, 2015
l Send Feedback I



http://www.xilinx.com/
http://www.xilinx.com/about/feedback.html?docType=Tutorials&docId=UG995&Title=Vivado%20Design%20Suite%20Tutorial%3A%20Designing%20IP%20Subsystems%20Using%20IP%20Integrator%20%28UG995%29&releaseVersion=2015.3&docPage=29

£ XILINX
Lab 1: Designing IP Subsystems in IP Integrator

Step 7: Using the Address Editor

For various memory mapped master and slave interfaces, IP integrator follows the industry standard IP-XACT
data format for capturing memory requirements and capabilities of endpoint masters and slaves. This section
provides an overview of how IP integrator models address information on a memory-mapped slave.

Master interfaces have address spaces, or address_space objects. Slave interfaces have an address_space
container, called a memory map, to map the slave to the address space of the associated master. These
memory maps are usually named after the slave interface pins, for example S_AXI, though that is not required.

The memory map for each slave interface pin contains address segments, or address_segment objects. These
address segments correspond to the address decode window for that slave. A typical AXI4-Lite slave will have
only one address segment, representing a range of addresses. However, some slaves, like a bridge, will have
multiple address segments; or a range of addresses for each address decode window.

When a slave is mapped to the master address space, a master address_segment object is created, mapping
the address segments of the slave to the master. The Vivado IP integrator can automatically assign addresses
for all slaves in the design. However, you can also manually assign the addresses using the Address Editor. In
the Address Editor, you see the address segments of the slaves, and can map them to address spaces in the
masters.

TIP: The Address Editor tab only appears if the subsystem design contains an IP block that
functions as a bus master. In the tutorial design, the external processor connecting through
the AXI Interconnect is the bus master.

1. Click the Address Editor tab to show the memory map of all the slaves in the design.

Note: If the Address Editor tab is not visible then open it with the Window > Address Editor command
from the main menu.

You can expand the Unmapped Slaves folder by clicking on the '+’ sign if necessary.

B Address Editor X | = Diagram X
N cell Slave Interface Base Name  Offset Address Range  High Address
= |2 E External Masters
21| =B S00_AXI (32 address bits : 4G)
—F= Unmapped Slaves (5)

] i~ gxi_bram_ctrl_0 S_AXI Mem0

- gxi_quad_spi_0 AXI_LITE Reg

e axi_iic 0 S_AXI Reg

- gxi_uartlite_0 S_AXI Reg

oo g intec 0 5 axi Reg

Figure 35: Address Editor

2. Right-click anywhere in the Address Editor and select Auto Assign Address.
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This command maps slave address segments to master address spaces, thereby creating address segments
in the master. You can change these automatic addresses later by clicking in the corresponding column and
changing the values.

Alternatively, you can also click on the Auto Assign Address icon E, on the block design canvas toolbar to
automatically assign the addresses.

3. The Auto Assign Address dialog box pops-up. Click OK.

The Address Editor should now look similar to Figure 36.

B Address Editor X | 3= Diagram X

Cell Slave Interface Base Name  Offset Address Range  High Address

Q,
=

eda | (== External Masters

23| =HE S00_AXI (32 address bits : 4G)

oo gyi_bram_ctrl_0 S_AXI Mem0 0xCO000000 8K ~ 0xCOOO1FFF
[ == gxi_quad_spi_0 AXI _LITE Reg 0x44R00000 64K v O0x44AOFFFF
= gyi_jic_0 S_AXI Reg 0x40800000 64K = O0x4080FFET
o= gyi_uartlite_0 S_AXI Reg 0x40600000 64K  ~ 0x4060FFFF
m axi_intc_0 5 axi Reg 0%41200000 64K~ 0x4120FFFF

Figure 36: Automatically Assigned Addresses

4. Change the size of the address segments for the AXI BRAM Controller core by clicking in the Range
column and selecting 64K from the pull-down menu.

[ Address Editor X% Z= Diagram X
& Cell Slave Interface Base Name  Offset Address Range  High Address
=
e | [} External Masters
29| =B S00_AXI (32 address bits : 4G)
|- aibemario | Jvemo _[oxcoooonoo @ JoxCoooirer |
[ § = axi_quad_spi_0 AXLLITE Reg 0x44R00000 8K » | 0®44R0FFFF
== axi_iic_0 S_AXI Reg 0x40800000 16K [ 0x4080FFFF
= axi_uartlite_0 S_AXI Reg 0x40600000 326 ‘E‘ 0x4060FFFF
..... = axj_intc_0 s axi Reg 0x41200000 %_ 0x4120FFFF
128K
256K
512K -
1M
Figure 37: Change Range field of the AXI BRAM Controller
5. Select the Diagram tab, to return to the IP integrator design canvas.
Designing IP Subsystems Using IP Integrator  www.xilinx.com 31

UG995 (v2015.3) September 30, 2015

| Send Feedback I


http://www.xilinx.com/
http://www.xilinx.com/about/feedback.html?docType=Tutorials&docId=UG995&Title=Vivado%20Design%20Suite%20Tutorial%3A%20Designing%20IP%20Subsystems%20Using%20IP%20Integrator%20%28UG995%29&releaseVersion=2015.3&docPage=31

£ XILINX
Lab 1: Designing IP Subsystems in IP Integrator

Step 8: Validating the Design
1. From the sidebar menu of the design canvas, run the IP subsystem design rule checks by clicking the
Validate Design button. &

The design is checked, and the Validate Design dialog box opens, and validation should be successful. the
Validate Design dialog box opens, and validation should be successfulClick OK.

2. Examine the interrupt bus width on the Interrupt Controller block.

Notice that the width now matches the width of the bus signal coming from the Concat block. Parameter
propagation has allowed the bus width to propagate through the subsystem design as needed.

axi_intc_0
oHS_axi
s_axi_aclk ) . d
_ interrupte ||} I
choncat 0 S_axi_aresetn
= intr[3:0]
In0[0:0]
In1[0:0] AXI Interrupt Controller
dout[3:0]
In2[0:0]
In3[0:0]
axi_quad_spi_0
Concat ( 1

Figure 38: Parameter Propagation Matches Bus Width

At this point, you should save the IP integrator subsystem design again.

3. Use the File > Save Block Design command from the main menu to save the design.

Step 9: Creating and Implementing the Top-Level Design

With the IP subsystem design completed and validated, you need to prepare it for inclusion into the top-level
HDL design. The subsystem can be included as a module or block in the top-level design, or may be the only
block in the top-level design. In either case, you need to generate the HDL files for the subsystem design.

1. In the Sources window, right-click the top-level subsystem design, subsystem_1, and select Generate
Output Products.

This command generates the source files for the IP cores used in the subsystem design, and any related
constraints file.
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Block Design - subsystem_1

Sources — O = = &= Diagram > | B Addre
A= 2 B #[ & subsystem_1 »
== Design Sources (1) O
=Y subsystem_1 (subsystem_1.bd) (13) o
[+ Constraints =
=} Simulation Sources (1) & Source Mode Properties... Ctrl+E
[ sim_1 (1) % Open File Alt+0 A

Create HDL Wrapper...
View Instantiation Template
Genera[@ Output Products...
Reset Output Products...

Figure 39: Generate Output Products

The Generate Output Product dialog box opens, as shown in Figure 40, to regenerate the various output
products associated with the subsystem design.

The Vivado IP integrator lets you choose how to handle the synthesis of the block design. The three
Synthesis Options include:

o Global — This causes the block design to be synthesized as part of the top-level project, rather than
as an out-of-context block.

o Out-of-Context per IP - This lets each IP in the block design to be synthesized separately, out-of-
context of the block design or the top-level design. This prevents each IP from being synthesized
unnecessarily, but requires updating and re-synthesizing each IP when it is updated.

o Out-of-context per Block Design — This causes the entire block design to be synthesized at one
time, but out-of-context from the global or top-level design. This prevents the block design from
being synthesized unnecessarily when the top-level design is synthesized, but requires updating
and re-synthesizing the block design when any of the IP in it are updated.
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¢ Generate Output Products | 28 |

The following output products will be
generated. ‘

Preview
O, [E-4, subsystem_1.bd (Global)
&= 1l Synthesis
_11 Implementation
1 Simulation

& &

Synthesis Options ?
Q) Global
(") Out of context per IP
(") Out of context per Block Design

Run Settings

Number of jobs:| 4 ~

Apply Generate ” Cancel

Figure 40: Generate Output Products

2. Select Global for Synthesis Options.
3. Click Generate to generate all output products.

Alternatively, you can click on Generate Block Design in the Flow Navigator, under the IP integrator drop-
down menu.

The Generate Output Products dialog box opens to confirm the output products are generated.
4. Click OK.

5. In the Sources window, right-click the top-level subsystem design, subsystem_1, and select Create HDL
Wrapper.

Block Design - subsystem_1
Sources — O, = &= Diagram X
A= 2el B #[| &, subsystem_1
[=H&7 Design Sources (1) | a
= .JJ.J. ot ¥
ah subsystem_1| 12 Source Node Properties.., Ctrl+E
+H i
-- -:iomnj;?:;gzs%urces = Open File Alt+O
Create HDL Wrapper...
Wicaae Tnctamtiation Toanaelat %

Figure 41: Create top-level HDL Wrapper
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The Create HDL Wrapper dialog box opens and offers two choices.

o Copy generated wrapper to allow user edits: Choose this option if you will modify the wrapper
file. Often times a block design is a subset of an overall project. In cases like these, you may need to
edit the wrapper file and instantiate other design components in the wrapper. If the I/O interface of
the block design changes in any manner, you must manually update the wrapper file to reflect those
changes. The wrapper file created using this method is written to the
<project name>.srcs/sources 1/imports/hdl directory.

o Let Vivado manage wrapper and auto-update: Choose this option if you want the Vivado IDE to
generate and update the wrapper file as needed. The wrapper file created using this method is
automatically updated every time output products for the block design are generated, to reflect the
latest changes. The wrapper file is written to the
<project name>.srcs/sources 1/bd/<bd name>hdl directory.

6. Choose the default option to let the Vivado IDE create and manage the wrapper file.

¢ Create HDL Wrapper £3

You can either add or copy the HDL wrapper file to the project. Use copy option if you
would like to modify this file. '

Options
Copy generated wrapper to allow user edits

@) Let Vivado manage wrapper and auto-update

’ oK ] | Cancel

Figure 42: Create HDL Wrapper dialog box

7. Click OK.

The Vivado IDE creates a top-level HDL wrapper for the subsystem 1 block design and adds it to the
design sources.

With the top-level HDL source added to the project, you must now add design constraints to the project
prior to implementation.

8. From the Flow Navigator, under Project Manager, click Add Sources.
9. Select the Add or Create Constraints option and click Next.
The Add Sources dialog box opens as seen in Figure 43.

10. In the Add or Create Constraints dialog box, click the + icon on the side bar or in the middle of the Add
Sources dialog box and select Add Files.
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#L Add Sources
Add or Create Constraints

Specify constraint set: | &= constrs_1 (active) -
#, Constraint File  Location

top_ipi.xdc C:\Data'Vivado_Tutorial\Sources

| Copy constraints files into project

Specify or create constraint files for physical and timing constraint to add to your project. '

< Back Next =

28

Einish || Cancel

Figure 43: Add IPI Constraints

The Add Constraints Files dialog box opens.
11.
12.

13. Click Finish to add the constraints to the project.

Select the top_ipi.xdc file in <Extract_Dir>/Vivado_Tutorial/Sources, and click OK.

In the Add or Create Constraints dialog box, make sure that Copy constraints files into project is checked.

You are now ready to synthesize, implement, and generate the bitstream for the top-level design.

14. In the Flow Navigator, click Generate Bitstream.

With a single click, this will complete all of the steps needed to synthesize, implement and generate the

bitstream for the design.

The No Implementation Results Available dialog box opens as seen in Figure 44.

-

Mo Implementation Results Available

Don't show this dialog again

) 1 There are no implementation results available. Okay to launch synthesis and implementation?
k. ¢ 'Generate Bitstream' will automatically start when synthesis and implementation completes.

-

=)

Figure 44: No Implementation Results Available

15. Click Yes.
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Synthesis will run for a few minutes as can be seen in the top-right corner of Vivado IDE, then place and
route, and finally bitstream generation. You may see some warnings that pop-up while the design is going
through the flow. You can close and ignore these warnings.

After the Vivado Design Suite generates the bitstream, the Bitstream Generation Completed dialog box
opens.

Bitstream Generation Completed @

I:o] Bitstream Generation successfully completed.

Mext

@) Dpen Implemented Desigr

View Reports

Open Hardware Manager

Don't show this dialog again

0K ] | Cancel

Figure 45: Bitstream Generation Completed

16. Click OK.

17. In the Implemented Design section of the Flow Navigator, click on Report Timing Summary.
The Report Timing Summary dialog box opens.

18. Click OK to accept the defaults, and run timing analysis.

After timing analysis completes, the Timing Summary window opens as seen in Figure 46.

Tirning - Tining Surmrary - Eirming_1 —Owe =
a :Xj Isﬂ L o ? @ j 4 Design Timing Summary
) . »
- Timer Settings Setup Hold Pulse Width
& =5ign Tining Surnmaryy
Clock Summary (2) L Worst Megative Slack (WHS): 0,995 s Warst Hold Slack (WHS): 0.067 ns Warst Pulse Width Slack (WPWs): 1.732 ns
O Check Timing (157) 1 Tatal Meqgative Slack (TNS):  0.000ns Total Hold Slack {THS): 0,000 ns Total Pulse Width Megative Slack (TPWS): 0,000 ns
nia_clack () Murmber of Failing Endpoints: 0 Nurnber of Faiing Endpaints: 0 Nurnber of Failing Endpaints: i
-constanlj'_clock © Tokal Mumber of Endpaints: 7477 Tatal Mumber of Endpoinks: 7477 Takal Murnber of Endpoints: 3771
-pulse_width_clock (0
uncanstrained_internal _endp: all user specified timing constraints are met.
no_input_delay (133)
(1) no_output_delay (4% =
“ [l 3
Timing Sumrmaty - impl_L X | Timing Summary - timing_1 X 4 B

2 Tl Console | (' Messages | B Log | [5) Reports | 5 Package Pins | 3» Design Runs | @ DRC (3 Timing

Figure 46: Timing Summary Report
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O TIP: The Timing Summary also reports warnings related to the lack of input and output
delays for the primary input and output ports of the design. You can add these delays as
design constraints using the set _input delay and set ouptut delay commands. See this link
in the Vivado Design Suite User Guide: Using Constraints (UG903) for more information on
setting input and output delays.

Conclusion

This tutorial walked you through creating a simple IP integrator subsystem design by instantiating common
peripherals and local memory cores, and connecting them through an AXI Interconnect. You then took the
completed subsystem design into a top-level HDL design for implementation in the Vivado Design Suite. This
tutorial gave you hands-on experience and a basic understanding of many of the features of the Vivado IP
integrator tool.
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