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12.9049 g

0.724022 5.610%
Silicon 7440-21-3 100.00 basis 0.724022 

0.021140 0.164%
Polymer N/A 16.07 PI 0.003397 
Titanium 7440-32-6 0.04 UBM-sputter Ti 0.000009 
Copper 7440-50-8 0.43 UBM-sputter Cu 0.000092 
Nickel 7440-02-0 2.59 UBM-plating Ni 0.000547 

Tin 7440-31-5 79.41 Bump-plating SnAg 0.016786 
Silver 7440-22-4 1.46 Bump-plating SnAg 0.000308 

0.085500 0.663%
Bisphenol F type liquid epoxy 

resin 9003-36-5 15.00 basis 0.012825 

1,6-Bis(2,3-
epoxypropoxy)naphthalene 27610-48-6 10.00 basis 0.008550 

Bisphenol A type liquid epoxy 
resin 25068-38-6 5.00 basis 0.004275 

Amine type hardener trade secret 10.00 basis 0.008550 
Silicon dioxide 60676-86-0 58.00 filler 0.049590 
Carbon black 1333-86-4 1.00 color agent 0.000855 

Additives trade secret 1.00 additives 0.000855 
0.014326 0.111%

Tin 7440-31-5 86.35 metal 0.012370 
Silver 7440-22-4 2.70 metal 0.000387 

Copper 7440-50-8 0.45 metal 0.000064 
Polymer trade secret 1.40 0.000201 

Organic amine trade secret 3.00 0.000430 
Solvent trade secret 4.90 0.000702 

Diglycolic acid trade secret 1.20 0.000172 
0.057600 0.446%

Barium oxide, obtained by 
calcining witherite 1304-28-5 7.53 Ceramic 0.004337 

Titanium dioxide 13463-67-7 3.77 Ceramic 0.002172 
Misc - 1.26 0.000726 

Nickel 7440-02-0 83.38 Internal Electrode 0.048027 
Copper 7440-50-8 2.98 Outer Electrode 0.001716 

Silicon dioxide 7631-86-9 0.26 Termination 0.000150 
diboron trioxide; boric oxide 1303-86-2 0.07 Termination 0.000040 

Nickel 7440-02-0 0.19 Plating 0.000109 
Tin 7440-31-5 0.56 Plating 0.000323 

0.017000 0.132%
BaTiO3 12047-27-7 34.00 Ceramic 0.005780 
Nickel 7440-02-0 18.10 Internal Electrode 0.003077 
Copper 7440-50-8 41.10 Termination 0.006987 
Nickel 7440-02-0 3.40 Plating 0.000578 

Tin 7440-31-5 3.40 Plating 0.000578 
6.630000 51.376%

Copper 7440-50-8 98.35 Main material 6.520605 
Nickel 7440-02-0 1.65 Main material 0.109395 

0.220000 1.705%
Aluminium Oxide Al2O3 trade secret 80.00 Main material 0.176000 

Dimethyl siloxane, 
dimethylvinyl-terminated 68083-19-2 20.00 Main material 0.044000 

1.443876 11.189%
Tin 7440-31-5 63.00 Main material 0.909642 

Lead 7439-92-1 37.00 Main material 0.534234 
3.691461 28.605%

Copper 7440-50-8 38.48 Metalization 1.420486
Tin 7440-31-5 0.51 Metalization 0.018735

Silver 7440-22-4 0.02 Metalization 0.000582
Core 7440-50-8 44.92 Core 1.658262

Plugging 9003-36-5 0.50 Via Plug 0.018380
ABF 25068-38-6 14.35 Buildup 0.529799

Solder Mask 7727-43-7 1.22 Solder Mask 0.045217

Revision History

Date Version

8/27/2026 1.0

Notice of Disclaimer

Substrate

Description of Revisions

Initial AMD Release. 

AMD regards this materials data to be correct but makes no guarantee as to its accuracy or completeness, including, but not limited to, with respect to its compliance with applicable environmental laws and regulations. AMD 
subcontracts the production, test and assembly of hardware devices to independent third-party vendors and materials suppliers (“Contractors”). All data provided hereunder is based on information received from Contractors. AMD 
has not independently verified the accuracy or completeness of this information which is provided solely for your reference in connection with the use of AMD products.
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